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Display screen 

 shows the programs and program sessions available, 

and the status of selected sessions.

Top: 
OptoPath lights connector

Headset connector 
On/off switch

Bottom: 
Storage card 

Plays MP3 files.

“Brightness” dial

“Volume” dial Program “Selector” control: 

USB Connector - Battery Recharger
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Design: 
Portable, fully self-contained Opto-Audio system for administering 
Creative Visualization and Relaxation (CVR) programs.

Features:
Power: 	 Internal battery, computer (via USB) or A/C charger
Screen: 	 270mm x 270mm LCD full color display
Controls: 	 Power, volume, LED brightness, program select/start
Memory: 	 SD 150x 0.5 gigabyte, removable (upgradeable)
Battery: 	 Rechargeable lithium-ion
Data Input: 	 Mini-USB
Output: 	 Glasses: 3.5mm stereo jack
	 Headphones: 	 3.5mm stereo jack

Physical Specs:
Weight: 	 6 ounces (170 grams)
Size: 	 4.5” x 2.7” x 1.3” (114mm x 69mm x 43mm)

Accessories:
Charger: 	 Input - 120/240v, 50-60Hz, standard US two-prong plug
		 Output - 5V dc, 500ma, USB standard port
Cord: 	 6 foot (1.9 meters), USB standard to USB mini
Headphones: 	 Koss UR-10
Glasses: 	 Opto-Path™ 1000, with 6 blue light LED’s

Performance:
Program Storage: 	 Approximately 15 standard CVR modules (22 min. ea)
Battery life: 	 Playback of about 12 CVR modules

Content:
Compatible file extensions:	  mp3, nxt
Protection: 	 Encryption algorithm with 2 x 1014 discrete codes
Download source: 	 From secure, encoded web file, unique to each PAD
Download method: 	 Via USB supplied cable, connected to internet 

enabled computer

Miscellaneous:
Compliance: 	 CE, UL, RoHS
Patents: 	 Pending
ISO 9002

specifications


